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ABSTRACT 
 
 
 
 
Fluidized bed gasifier which is excellent in temperature control was selected 
to be modelled in ANSYS FLUENT. Temperature is one of the important 
hydrodynamic parameter in developing the large-scale industrial power plant. Study 
will be emphasized on three different temperatures where each of them was expected 
to give different view on the effect within the gasifier. Results of gases composition 
were compared with existing experimental data from the pilot scale gasifer in TNBR, 
Bangi. Distribution of gas and solid phase temperature in the gasifier has been 
studied by considering the heat generated from each process. Using Eulerian 
Eulerian approach, different phases of solid and gas is being treated mathematically 
in computational fluid dynamic (CFD). Chemical reaction for heterogeneous and 
homogenous is the key for this computational study.  For the three case studies, 
result has shown that the gas temperature was evenly distributed as it reaching up to 
the gasifier outlet and carbon monoxide (CO) composition is observed to be 
decreasing to zero quantity as it moves towards the upper part of the gasifier.  
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ABSTRAK 
 
 
 
 
Fluidized bed yang sangat berkesan dalam kawalan suhu telah dipilih untuk 
dimodelkan menggunakan ANSYS FLUENT. Suhu merupakan salah satu 
hidrodinamik parameter yang penting dalam membangunkan loji kuasa industri. 
Kajian akan diberi penekanan kepada tiga suhu yang berbeza di mana setiap daripada 
suhu tersebut ia dijangka akan memberikan pandangan yang berbeza tentang kesan 
dalam penggas. Keputusan komposisi gas dibandingkan dengan data eksperimen 
yang sedia ada dari penggas skala perintis di TNBR, Bangi. Pengagihan suhu pada 
fasa gas dan pepejal dalam penggas telah dikaji dengan mengambil kira haba yang 
dihasilkan daripada setiap proses. Menggunakan pendekatan Euler Euler, fasa 
pepejal dan gas dirawat secara matematik dalam pengiraan dinamik bendalir (CFD). 
Tindak balas kimia untuk heterogenous dan homogenous adalah kunci untuk kajian 
ini. Bagi tiga kajian kes, keputusan telah menunjukkan bahawa suhu gas adalah sama 
rata sehingga ia keluar dari penggas dan komposisi gas karbon monoksida (CO) 
diperhatikan berkurangan sehingga kuantiti sifar di sepanjang pergerakan ke 
bahagian atas penggas tersebut. 
  
